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(57) ABSTRACT

A cooktop power control system for a cooktop that has a
plurality of burners, where the cooktop power control sys-
tem controls the power delivered from two or more separate
active burners to separate cookware items each of which is
associated with an active burner. There is a maximum limit
of total power that is available for delivery from all of the
burners together. There is a heating control user interface
associated with each of the burners, each heating control
user interface constructed and arranged to be set by a user to
a particular heating control user interface setting. A desired
cookware temperature is derived from the setting of each
heating control user interface. The measured temperatures of
the cookware items are available to the cooktop power
control system. The system has a controller that, when a
plurality of burners are in sum calling for more than the
maximum limit of total available power, automatically alters
the power delivered from at least one of the active burners
in comparison to the power called for by such burner, the
alteration based on both the measured cookware tempera-
tures of the cookware items that are associated with the
active burners and the desired cookware temperatures
derived from the heating control user interfaces that are
associated with the active burners.

19 Claims, 7 Drawing Sheets
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1
COOKTOP POWER CONTROL SYSTEM

BACKGROUND

This disclosure relates to control of the power delivered to
cookware by a cooktop.

Cooktops deliver power to cookware. For example, elec-
trical cooktops (such as resistive and inductive-type cook-
tops) have a control system that delivers electrical power to
the burners. When multiple active burners are in use at high
power, the burners can in sum call for more power than is
available to the system. In this case the amount of power
delivered by the active burners must be less than the amount
that is being called for. Delivering less power than needed
can have a substantial impact on the cooking operations.

SUMMARY

In the present cooktop power control system, when the
active burners in sum call for more power than is available
the amount of power delivered by the active burners is
controlled so as to minimize effects on cooking operations.
This is accomplished by prioritizing the amount of power
that is delivered to the active burners based on the tempera-
tures of the cookware items and the temperature set-points
of the active burners.

All examples and features mentioned below can be com-
bined in any technically possible way.

In one aspect, a cooktop power control system for a
cooktop that has a plurality of burners, where the cooktop
power control system controls the power delivered from two
or more separate active burners to separate cookware items
each of which is associated with an active burner, wherein
there is a maximum limit of total power that is available for
delivery from all of the burners together, where there is a
heating control user interface associated with each of the
burners, each heating control user interface constructed and
arranged to be set by a user to a particular heating control
user interface setting, where a desired cookware temperature
is derived from the setting of each heating control user
interface, and where measured temperatures of the cookware
items are available to the cooktop power control system,
includes a controller that, when a plurality of burners are in
sum calling for more than the maximum limit of total
available power, automatically alters the power delivered
from at least one of the active burners in comparison to the
power called for by such burner, the alteration based on both
the measured cookware temperatures of the cookware items
that are associated with the active burners and the desired
cookware temperatures derived from the heating control
user interfaces that are associated with the active burners.

Embodiments may include one of the following features,
or any combination thereof. The power delivered from a first
active burner may be automatically decreased by a first
amount and the power delivered from a second active burner
may be automatically decreased by a different, second
amount. The power delivered from a first active burner may
be automatically decreased by a first amount and the power
delivered from a second active burner may be automatically
decreased by the same, first amount. The controller may
automatically alter the power based at least in part on a rate
of change of the measured cookware temperature of one or
more of the cookware items. The controller may maintain at
least a minimum amount of power delivered from each of
the active burners. The minimum amount of power may vary

40
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2

depending on whether or not the measured temperature of
the cookware associated with an active burner is in the
boiling range.

Embodiments may include one of the following features,
or any combination thereof. The desired cookware tempera-
ture may span a temperature range, and the controller may
automatically alter the power further based on where the
desired cookware temperature is in the temperature range.
The temperature range may be divided into a plurality of
portions, including, from coolest to hottest, a cool portion, a
boiling portion, an intermediate portion and a hot portion.
The controller may automatically alter the power based on
which portion of the temperature range the desired cookware
temperature is in, and a rate of change of the measured
cookware temperature.

Embodiments may include one of the following features,
or any combination thereof. The controller may prioritize the
active burners into higher and lower priority active burners,
and cause a greater percentage of the amount of power called
for by a higher priority active burner to be delivered than the
percentage of the amount of power called for by a lower
priority active burner. The controller may prioritize an active
burner as a higher priority burner if the measured tempera-
ture of the cookware associated with such burner is decreas-
ing in comparison to the desired cookware temperature. The
controller may prioritize an active burner as a lower priority
burner if the heating control user interface for that burner has
recently been turned on and the measured cookware tem-
perature is low. The controller may prioritize an active
burner as a higher priority burner when the desired cook-
ware temperature of the cookware associated with such
burner is higher than the desired cookware temperature of
the cookware associated with another burner. The controller
may prioritize an active burner as a lower priority burner
when the difference between the desired cookware tempera-
ture and the measured cookware temperature of the cook-
ware associated with such burner is relatively large and the
measured cookware temperature is changing slowly. The
controller may prioritize an active burner as a higher priority
burner when the time at full burner power for the cookware
associated with such burner to reach the desired cookware
temperature is less than the time at full burner power for the
cookware associated with another burner to reach the
desired cookware temperature. When the prioritization of
the active burner is selected as a higher priority burner may
further be based on a threshold maximum time to reach the
desired cookware temperature.

Embodiments may include one of the following features,
or any combination thereof. The controller may prioritize an
active burner as a lower priority burner when the measured
cookware temperature of the cookware associated with such
burner is greater than the desired cookware temperature. The
controller may prioritize an active burner as a lower priority
burner when the measured cookware temperature of the
cookware associated with such burner is increasing rapidly.
The controller may prioritize an active burner as a higher
priority burner when the difference between the desired
cookware temperature and the measured cookware tempera-
ture of the cookware associated with such burner is less than
the difference between the desired cookware temperature
and the measured cookware temperature of the cookware
associated with another burner. When there are at least three
active burners the controller may prioritize an active burner
when the difference between the desired cookware tempera-
ture and the measured cookware temperature of the cook-
ware associated with such burner is the least of those of all
the active burners. When the measured temperature of the
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cookware associated with an active burner is in the boiling
range, any automatic decrease in power delivered from the
burner associated with that cookware may be accomplished
relatively slowly.

In another aspect, a cooktop power control system for a
cooktop that has a plurality of burners, where the cooktop
power control system controls the power delivered from two
or more separate active burners to separate cookware items
each of which is associated with an active burner, wherein
there is a maximum limit of total power that is available for
delivery from all of the burners together, where there is a
heating control user interface associated with each of the
burners, each heating control user interface constructed and
arranged to be set by a user to a particular heating control
user interface setting, where a desired cookware temperature
is derived from the setting of each heating control user
interface, and where measured temperatures of the cookware
items are available to the cooktop power control system,
includes a controller that, when a plurality of burners are in
sum calling for more than the maximum limit of total
available power, automatically reduces the power delivered
from at least one of the active burners in comparison to the
power called for by such burner, the reduction based on both
the measured cookware temperatures of the cookware items
that are associated with the active burners and the desired
cookware temperatures derived from the heating control
user interfaces that are associated with the active burners.
When an active burner is in the boiling range the controller
reduces the power to such burner gradually.

In another aspect, a cooktop power control system for a
cooktop that has a plurality of burners, where the cooktop
power control system controls the power delivered from two
or more separate active burners to separate cookware items
each of which is associated with an active burner, wherein
there is a maximum limit of total power that is available for
delivery from all of the burners together, where there is a
heating control user interface associated with each of the
burners, each heating control user interface constructed and
arranged to be set by a user to a particular heating control
user interface setting, where a desired cookware temperature
is derived from the setting of each heating control user
interface, and where measured temperatures of the cookware
items are available to the cooktop power control system,
includes a controller that, when a plurality of burners are in
sum calling for more than the maximum limit of total
available power, automatically reduces the power delivered
from at least one of the active burners in comparison to the
power called for by such burner, the reduction based on: (i)
the measured cookware temperatures of the cookware items
that are associated with the active burners, (ii) the desired
cookware temperatures derived from the heating control
user interfaces that are associated with the active burners,
and (iii) a rate of change of the measured cookware tem-
perature of one or more of the cookware items. The reduc-
tion is such that the controller maintains at least a minimum
amount of power delivered from each of the active burners
that are requesting more than this minimum amount of
power.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic, partially cross-sectional diagram of
a cooktop power control system for cookware that is heated
by an induction heating system.

FIGS. 2A and 2B are functional block diagrams of a
control arrangement employed in the system of FIG. 1.
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FIG. 3 depicts a translation of the cooking system user
control or heating control user interface setting into two
outputs—set point desired cookware temperature and maxi-
mum output power limit.

FIG. 4 illustrates the output power and cookware tem-
perature over time for an example that illustrates the cooktop
power control.

FIG. 5 illustrates the maintenance of at least a minimum
power to each burner during a power sharing operation.

FIG. 6 is an example of prioritization during power
sharing based on the temperature differential.

FIG. 7 is an example of prioritization during power
sharing based on the rate of temperature change.

DETAILED DESCRIPTION

A high power cooktop with multiple burners at full power
can require more power than the electrical outlet can deliver.
When there is not enough available power to fully satisfy the
present demand of all of the “active” burners (i.e., the
burners that are in use), the available power must be shared
in some way; in other words the power to at least one burner
must be decreased relative to what that burner is calling for.
In some cases the power to all of the active burners may be
decreased. This decrease can be the same for all burners, or
can be different for different burners. The differences can be
based on one or more of the selection criteria described
below. For example, the power delivered from a first active
burner may be automatically decreased by a first amount and
the power delivered from a second active burner may be
automatically decreased by a different, second amount.
However, power sharing should not always be used. If the
sum of the power requested by all of the active burners is
less than what is available then they don’t need to share.
Power sharing should occur only when the power available
is less than the sum of the power requests from all active
burners.

Cooktop power control system 10, FIG. 1, uses a single
one-dimensional user control to automatically control both
the temperature of inductively-heated cookware 20 as well
as the power provided to cookware 20; power control allows
control of the vigor at which the cookware contents boil, for
example. Cookware 20 is located on cooktop 40. System 10
provides controlled amounts of power to cookware 20.
Although the embodiment depicted in FIG. 1 uses electrical
energy to provide the power that heats the cookware, and
operates inductively, neither the source of power nor the
manner in which the power is provided to the cookware are
limitations of the disclosure. System 10 is able to control the
provision of power to cookware regardless of the source of
power (whether electrical or gas, for example) or the manner
in which the power is provided to the cookware (electrically
via induction or resistive heating, or by burning a cooking
gas, for example).

Cookware 20 comprises inner wall 22 that heats food,
water or other substances located in cookware 20 within
cavity 21 formed by wall 22. Cookware 20 further comprises
outer wall 26. Preferably outer wall 26 is made fully or
partially from a material that is not heated by the time-
varying electromagnetic field that emanates from induction
coil or burner 52. This aspect allows the energy to be
focused on inner wall 22 and also helps to accomplish
cookware that remains relatively cool on the outside during
use. However, this disclosure is not limited to use with such
cool cookware and can be used with more traditional cook-
ware in which the outer wall is hot. Outer wall 26 can be
made from a plastic material such as bulk molding com-
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pound, melamine or liquid crystal polymer, for example.
Inner wall 22 and outer wall 26 are preferably spaced from
one another to define space 30 therebetween. Inner wall 22
and outer wall 26 may be sealed to one another along
circumferential contact area 38. This accomplishes a sealed
inner space or chamber 30 between walls 22 and 26.
Chamber 30 can be used to house other aspects of cookware
20 and also can contribute to the desired thermal isolation of
outer wall 26 from inner wall 22.

Target 25 is made from an electrically conductive material
and preferably a ferromagnetic material such as 400 series
stainless steel, iron or the like. Target 25 is the sole or
primary material that is inductively heated via induction coil
52. Preferably, heat spreader 24 is directly coupled to both
target 25 and inner wall 22. Heat spreader 24 is made of a
highly heat conductive substance such as aluminum; the use
of a heat spreader accomplishes more even heating of wall
22 than would be the case if target 25 was directly coupled
to wall 22, although either arrangement is contemplated in
this disclosure.

Thermal insulation 28 of a desired construction and
configuration is typically located within chamber 30 and
spaced from target 25. Insulation 28 helps to inhibit heat
transfer from target 25 to outer wall 26. Insulation 28 may
be located only on the bottom portion 27 of outer wall 26 as
shown in the drawing or may extend partially or fully up
along the inside of the upper portion of wall 26, and may fill
some or essentially all of chamber 30. In one non-limiting
embodiment, insulation 28 is a layer comprising an aerogel
that is bounded on both faces by a reflective film such as a
metalized plastic film in which the metal is etched in a
manner to inhibit inductive heating of the metallization. This
insulation is highly effective at inhibiting heat transfer
between target 25 and the portion of outer wall 26 that is
covered by insulation 28. Heat transfer can be further
inhibited by other constructional aspects such as creating a
vacuum within space 30 or filling space 30 with a material
that is a poor heat conductor, for example a gas such as argon
gas. More generally, cool cookware includes thermal insu-
lation and/or a vacuum between the inner cooking surface
and the external cookware wall, to inhibit heat transfer from
the cooking surface to the external wall. Aspects of the
disclosure relate to any type or design of such cool cook-
ware.

Aspects of cookware 20 are further disclosed in com-
monly-assigned U.S. patent application Ser. No. 12/205,447,
filed on Sep. 5, 2008, the disclosure of which is incorporated
herein by reference. However, the disclosure herein is not
limited to any particular type of cookware. For example the
temperature and power control system can be used with
more traditional cookware in which the external wall is
directly heated and thus at about the same temperature as the
food being cooked.

System 10 comprises induction coil (i.e., burner) 52
located just underneath or potentially embedded within
cooktop 40. Cooktop 40 is preferably made from a ceramic
glass material as is well known in the art, but that is not a
limitation; when the cookware is cool the cooktop may be
made of other materials that are not as heat resistant,
including materials that have not traditionally been used for
cooktops such as solid surface countertop materials, wood,
tile, laminate countertop materials, vinyl, glass other than
ceramic glass, plastic, etc.

Coil drive system 54 provides power to coil 52 under
control of induction cooking system control (e.g., controller)
56. Controller 56 is preferably a microprocessor that
executes software that performs mathematical or logical
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operations. The use of a controller to control operation of a
coil drive for an induction coil in an induction cooking
system is known in the art. Aspects of system 10 are further
disclosed in commonly-assigned U.S. patent application Ser.
No. 12/335,787, filed on Dec. 16, 2008, the disclosure of
which is incorporated herein by reference.

Cookware temperature sensing is accomplished at one or
more locations of the cookware. Temperature sensing can be
accomplished with direct contact temperature sensors such
as thermocouples or thermistors, for example. Temperature
sensing can also be accomplished with non-contact indirect
sensors such as optically-based temperature sensors (e.g.,
infrared sensors). In the non-limiting embodiment depicted
in FIG. 1, direct contact temperature sensor 31 is coupled to
target 25 either directly, or indirectly via a temperature
conductive substance such as heat conductive epoxy. Tem-
perature sensor 31 determines the temperature of target 25 at
the location of temperature sensor 31. Alternatively, tem-
perature sensor 31 could be located on the side of inner wall
22 facing chamber 30, or could be located elsewhere in
chamber 30 at a location where the temperature sensor was
exposed to one or more heated portions of the cookware. A
non-contact sensor such as an optical sensor could be
located spaced from target 25 and/or inner wall 22, for
example in chamber 30 or in or on the inside of outer wall
26; location in or on outer wall 26 may simplify commu-
nication of the sensed temperature data outside of cookware
20 as explained below.

Cookware 20 further comprises wireless transmitting
device 32 that is operatively connected to the one or more
temperature sensors 31 to receive sensed temperature data
therefrom. This is one means of transferring data represen-
tative of a cookware temperature from the cookware to an
external device that is part of system 10, to allow the data to
be further employed. In one implementation, device 32 may
be an RF enabled microcontroller that communicates via RF
with RF transceiver 66. Power can be provided to device 32
using coil 33 that is operatively connected to wireless
transmitter 32. Coil 33 is inductively coupled to and derives
power from the electromagnetic field that is output by
induction coil 52. When such an energy pick-up coil 33 is
used, it may be physically located closer to induction coil 52
than shown in the drawing, for example, embedded within or
just below or on top of the lower portion 27 of cookware
outer wall 26. Physical proximity accomplishes better cou-
pling.

The temperature may alternatively or additionally be
sensed remotely from the cookware, particularly in cases in
which the outer surface of the cookware is hot. For example,
temperature may be sensed in a structure that is in thermal
contact with the cookware. One example is the cooktop. This
could be accomplished with temperature sensor 60 located
just below or embedded within or even on the top surface of
cooktop 40 underneath the location at which cookware 20
will be located during use of the induction coil. The output
of temperature sensor 60 is provided to system control 56.
The disclosure is not limited to any particular means of
sensing cookware temperature. As an additional example,
temperature can be detected remotely from the cookware,
e.g., via an infrared sensor located in the vicinity of the
cooktop such as mounted to a fume hood. Further, the
system can use an absolute cookware temperature as
described above, or could use a relative cookware tempera-
ture that is offset from the actual temperature as long as the
offset from actual temperature was known, at least approxi-
mately.
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For a cooktop with multiple burners, typically each item
of FIG. 1 would be repeated for each burner, except that
there could be a single system controller 56 that was
responsive to the user controls and measured cookware
temperatures of all of the burners. Controller 56 would
control active burner power by issuing appropriate com-
mands to each of the coil drive systems 54.

FIGS. 2A and 2B are functional block diagrams of one
example of a control arrangement that can be employed in
the cooktop power control system of FIG. 1. Cooktops have
a cookware heating control user interface, which is typically
a one-dimensional manually manipulated device such as a
knob that is turned, or a physical or virtual (e.g., capaci-
tively-operated) slider or similar manually operated control.
User-operated heating control user interface (Ul) 58 is
shown in FIG. 1. Heating control user interface 58 can have
a temperature set point indicator or a power set point
indicator or can be an arbitrary scale. In the non-limiting
example herein heating control user interface 58 has an
arbitrary scale of 0-100. The heating control user interface
set point is interpreted (either by user control 58 itself or by
system control 56) to derive one or more control outputs that
are provided to coil drive system 54 so as to accomplish
control of the amount of power delivered to cookware 20.
The interpretation of the heating control user interface can
be a desired absolute cookware temperature, or a relative
cookware temperature.

Heating control user interface 58 is used to control both
the cookware temperature and the maximum limit of power
that is delivered to the cookware—at least in certain cir-
cumstances and within a predetermined (first) portion of the
user interface operating range. In an embodiment this por-
tion of the operating range is around the boiling point, where
cookware temperature is not a reliable indicator of the vigor
of'the boil and thus power control is needed in order to allow
control of boiling vigor. In this embodiment, at user inter-
face set point temperatures that are below and above this first
portion of the operating range, the system servos the power
delivered to the cookware so as to hold the cookware
temperature constant at the desired cookware temperature
set point.

The embodiment of the control arrangement shown in
FIGS. 2A and 2B works as follows. The inputs are the
heating control user interface setting and the measured
cookware temperature. The heating control user interface
setting is preferably interpreted (e.g., using a lookup table,
not shown) as a desired absolute cookware temperature set
point; this temperature set point is then provided as one of
the two variable inputs to the control arrangement. For
heating control user interface temperature settings that are
below or above a predefined (first) temperature range (e.g.,
above or below the range around boiling described above,
which in one non-limiting example is from about 95° C. to
about 150° C.), temperature servo control 80 is used by
system control 56 to control the power delivered by coil
drive system 54 to coil 52, and thus to control the power
delivered to the cookware. The inputs to servo control 80 are
the heating control user interface setting (specifically, the
desired cookware temperature set point that is derived from
the setting of heating control user interface 58), and the
measured cookware temperature. The output of servo con-
trol 80 is a control signal that is used to control the power
delivered to the cookware. Temperature servo control 80
thus governs the power setting so as to quickly bring the
temperature up to the desired set point, and then hold the
sensed cookware temperature constant at the desired set
point.
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There are many possible control laws that could be used
to accomplish the temperature servo controls in the control
arrangements shown in FIGS. 2A and 2B, as is known in the
field. In an embodiment, servo control 80 is accomplished
with a PID controller. A PI controller or other controllers
known in the field that could accomplish the stated results
could be used instead. Typically, the control law results in
full power being provided to the cookware until the tem-
perature is close to the desired set point, so that the food is
quickly heated to the temperature set point. Temperature-
based PID controllers for cookware are known in the art and
so will not be further described herein. The gains used in the
PID controllers depend on the particular hardware used in
the cooktop and the cookware. For servo control 80 and the
other two temperature-based control loops in the control
arrangement shown in FIGS. 2A and 2B (servo controls 92
and 98), other types of controllers that are able to maintain
a measured cookware temperature based on a temperature
set point can be used. As one non-limiting example, PI
controllers with zeros at 0.01 Hz can be used for the three
temperature servo controls.

For heating control user interface settings that are within
the predefined temperature range around boiling, control
arrangement 90, FIG. 2B, is employed by system control 56.
Arrangement 90 includes two temperature servo controls 92
and 98, both of which may be PI or PID temperature
controllers, each of which is similar to servo control 80. The
inputs to servo control 92 are the boiling temperature
(nominally 100° C.) and the measured cookware tempera-
ture. Servo control 92 thus is able to keep the cookware
temperature at 100° C. The inputs to servo control 98 are the
heating control user interface setting (specifically, the
desired cookware temperature set point that is derived from
the setting of the heating control user interface) and the
measured cookware temperature. Servo control 98 thus is
able to keep the cookware temperature at the desired user set
point. The third control aspect of arrangement 90 is power
lookup table 94. The heating control user interface setting
(specifically, the desired cookware temperature set point that
is derived from the setting of the heating control user
interface) is used to select the value for maximum available
output power limit from LUT 94. Typically the output of
LUT 94 is a power setting that monotonically rises with the
user interface setting. An alternative to a LUT could be a
function enabled by system control 56 that calculated a
power based on the setting of heating control user interface
58. Also, the functions of both LUT 94 and the LUT (not
shown) that is used to derive a desired temperature set point
from the setting of the heating control user interface could
be accomplished with a single lookup table, or in other
manners that would be apparent to those skilled in the field
such as via calculations based on the user setting.

The power that is actually provided to the cookware is
then determined by selection of the minimum (block 100) of
two values: the first value is the maximum (block 96) of the
outputs of servo control 92 and LUT 94, and the second
value is the output of servo control 98.

In an ideal sense the control scheme accomplished with
servo control 80 could be accomplished by control arrange-
ment 90, which would make servo control 80 superfluous. In
this case, a beginning integral value for the PID controllers
may need to be calculated when control passes from LUT 94
to a PID controller (or to any other PID-style controller that
is like a PID controller in that it needs an input integral
value), as there would be no previous integral value for use
as an input to the PID loop. This calculation would be
apparent to those skilled in the field. Once the initial
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condition of a PID-style controller (the last integral value) is
provided, it creates its own input integral value from its
output, so this calculation would only need to be done when
control was first passed to the PID-style controller.

An example of the heating control user interface settings,
the corresponding output power provided to the cookware,
and the desired cookware temperature set point that is
derived from the heating control user interface setting, is
shown in FIG. 3. For heating control user interface settings
between the lowest value (0) and the value labeled “A”, and
from the value labeled “B” up to the maximum value of 100,
the output power limit (shown as graph line 110) is 100%.
For settings between A and B the maximum output power
limit increases monotonically over the A-B range from about
0% to 100% of the power that can be delivered to the
cookware by the power control system. In one example,
value A corresponds to the boiling point (nominally 100° C.)
and value B corresponds to about 150° C. Graph line 112
shows the set point desired cookware temperatures (i.e., the
“user setting” input to the control arrangement shown in
FIGS. 2A and 2B) that correspond to the heating control user
interface settings for the example illustrated in FIG. 3.

In the A to B temperature range the control law enabled
by system control 56 controls the power provided to the
cookware within a cookware temperature range bounded on
the low end by point A and on the upper end by the
temperature that corresponds to the heating control user
interface setting (which is greater than A and less than B,
labeled “S” in FIG. 3). The variable power level in the A-B
range accomplishes better control over the vigor of boiling
than does control based on a temperature-based control law
as is used from O to A and from B to 100. The A to B
temperature range includes the measured temperature at
which boil begins and occurs, and extends for a desired
temperature range above the boiling point to point B. The
range selected would be specific to the hardware. For
example, in cases in which the cookware temperature is
measured (as opposed to, say, cases in which the food
temperature is measured), the measured temperature may
not correspond to the food temperature. In the example
illustrated in FIG. 1, the measured temperature is the tem-
perature of the target, which is typically hotter than the food.
A target temperature of 110° C. may correspond to a food
temperature of around boiling, which can be used as point A.
Boiling point variations dependent on elevation should also
be taken into account. Typically, point A will be selected to
be just below boiling (e.g., potentially in the range of from
about 90° C. to about 110° C.); a higher value will cause
sudden boiling and a lower value will cause slower heating
times, especially for low power settings. Typically, point B
is selected to achieve a cookware content temperature of
around 150° C.; a higher value limits the cooking capabili-
ties of the system because it slows heat-up time for any
temperatures between A and B, while a lower value reduces
the power resolution in the A-B range and thus results in
poorer control of boil vigor. Point B is the maximum target
temperature at which power is directly controlled by the
user, and thus is the end point for direct control over boiling
vigor. Depending on the construction of the cookware and
where on the cookware the measured temperature value is
taken, point B could potentially range down to closer to
boiling (e.g., around 100° C. to around 120° C.) up to around
150° C. or perhaps higher. In a case in which the target
temperature of induction cookware is the measured tem-
perature value, point B will likely fall in the range of from
about 120° C. to about 170° C.
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The power control arrangement employed in this A to B
range provides resolution which allows control over the
vigor of boiling; this control can be accomplished over a
desired range of boiling characteristics. For example, the
range can be enabled from simmer (which actually begins a
few degrees below the boiling point) through a vigorous
rolling boil. The width or scale of the A to B temperature
range should be large enough to allow for a desired power
control granularity; a wider range is thus at least theoreti-
cally better. However, a functional tradeoft associated with
the dual set point control arrangement over the selected A to
B temperature range is the time period over which the food
comes up to temperature when the desired temperature is in
the A to B range and the food does not go through a phase
change. As the control scheme provides less than full power
over the A to B temperature range, heating of the food is
slowed as compared to a standard temperature servo. This
tradeoff thus suggests a relatively narrow A to B range. In
practice the upper end of the range can be about 150° C.
because not many foods are cooked in the range from above
boiling up to about 150° C., so the practical risk associated
with the longer heat-up time is minimal.

The slope of the power curve in the A-B range is selected
to achieve a desired result. The slope can be greater around
the end points because lower powers typically are not
sufficient to maintain boil so fine control is not useful close
to A, and small changes in high power close to B have little
effect on the apparent vigor of the rolling boil around point
B. Increasing slope around A and B allows a flatter curve
across most of the midrange, providing the user with finer
control over the power provided to the cookware and thus
better control over the vigor of the boil. Other mappings of
heating control user interface settings to power in the A-B
range are contemplated herein. Typically, though, the func-
tion monotonically increases over the range so that the
power never decreases as the control is turned up, as would
be expected in cooktop operation.

The disclosure contemplates mapping the position of the
heating control user interface to both a temperature set point
and an output power, over at least a portion of the system
operating range. This mapping could be accomplished in
other manners that would be apparent to those skilled in the
field. For example, the values could be calculated by con-
troller 56 using predetermined algorithms that were appro-
priate for the selected hardware.

The disclosure herein contemplates the use of one, or
perhaps more than one, cookware temperature range over
which power delivered to the cookware is controlled per se,
rather than control to a temperature set point. Most com-
monly, but not necessarily, the boiling range will be
included, as it is here where fine control over the energy is
useful to provide better control over boiling vigor. The
available output power function over relevant temperature
range(s) need not be as depicted in FIG. 3. Rather, any
function that achieves a desired power control over the
selected temperature range(s) can be used, and enabled by
system control 56.

FIG. 4 shows the provided output power (graph line 120)
and cookware temperature (graph line 122) over time tO
(when the heating control user interface is set by the user) to
t5 (when long term steady state temperature has been
reached) for an example that illustrates an embodiment of
the cooking temperature control. In the example, the heating
control user interface is set to a value (“S”, FIG. 3) which
corresponds to 140° C. and a limit of 80% of maximum
available output power. This setting (above 100° C. and
below 150° C.) puts the control in the realm of arrangement
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90, FIG. 2B. Boiling is indicated as 100° C., but could
actually be higher than that: since the target is hotter than the
food being cooked, when the target temperature is measured
as opposed to the temperature of the contents of the cook-
ware, the measured temperature at boiling will actually be
above 100° C.

From time t0 to t1 (when the measured temperature
reaches the temperature of boiling), the output (coil 52)
power remains at 100% while the cookware temperature
increases to boiling (nominally 100° C.)—this 100% output
power is the servo control 92 output. During this time period
the output of servo control 98 is also at 100%, so that as a
practical matter either servo control 92 or servo control 98
could be in control. In a non-ideal sense as the cookware
temperature approaches 100° C. servo control 92 will
request less than 100% power while servo control 98
requests 100% power, giving control (because of minimum
selection function 100) to servo control 92.

From tl to t2 the power falls off to 80% while the
cookware remains at boiling temperature. In this time period
servo control 92 remains in control, as its output is greater
than the 80% output of lookup table 94 (and thus is selected
by maximum selection function 96), while the output of
servo control 98 remains at 100% (and thus is deselected by
minimum selection function 100). Power decays gradually
because the temperature of the contents of the cookware lags
that of the target, and as that temperature difference
decreases the power required to maintain the target tem-
perature at boiling (nominally 100° C.) decreases.

From t2 to t3 lookup table 94 is in control since its output
(80%) is greater than the output of servo control 92 and less
than the output of servo control 98. The output power thus
remains at 80%, which causes the cookware to heat up until
it reaches a new intermediate steady state value. One reason
for the increase in temperature is that in the example for the
cookware to remain at 100° C. requires less than 80% power.
At 80% power, the target temperature will increase above
100° C., the boil vigor will increase and more steam will be
created (the energy that does not maintain the boil goes into
the creation of steam), and the target will eventually settle at
a higher temperature. The rise in measured cookware tem-
perature is similar to the reason the power dropped off
between t1 and t2, except this time power is kept the same
(at 80%), and temperature is allowed to rise.

From t3 to t4, because the temperature is less than the set
point, servo control 98 remains at 100%. Thus, lookup table
94 is in control and the power remains at 80%. The cook-
ware contents are dry enough (e.g., most of the water in a
vegetable such as onion or mushrooms has “sweated” from
the vegetable) such that the temperature begins to increase
above where it was during boiling, to the 140° C. user
interface desired cookware temperature set point.

From t4 to t5 the temperature is at the desired cookware
temperature set point, so servo control 98 causes the power
to drop off to some level below 80% at which the cookware
temperature is maintained at the 140° C. set point. The
steady state output power value (“X”) is indeterminate as it
depends on the hardware construction, and the cookware
contents. The gradual power decay from t4 to t5 is the effect
of two aspects. One is that servo control 98 has taken over.
The other is that, like when the system approached 100° C.
and servo control 92 slowly reduced power because of the
objects around the cookware, now servo control 98 is doing
the same thing. The difference this time is that lookup table
94 is not in control because its 80% output power is greater
than X, and so lookup table 94 does not stop the drop in
power.
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A high power cooktop with multiple burners at full power
can require more power than the electrical supply can
deliver. To deal with this, typical cooktops will reduce the
amount of power being delivered to each burner until the
total cooktop uses no more than what the electrical outlet can
safely supply. The cooktop power control system herein can
deal with such undersupply of power via one or more control
algorithms accomplished in system controller 56, FIG. 1,
that are effective to control the power delivered by the
burners (i.e., share power among the burners) so as to have
less effect on cooking operations than would otherwise be
the case if all burners were equally reduced. As the system
has available to it both the user set-point temperature and the
actual cookware temperature for all of the active burners in
use, the system is able to estimate the user’s intent (e.g.,
vigorous boil, “sweating” vegetables, or searing a steak) and
also knows the current and past state (e.g., temperature over
time) of the cookware. This allows for a more intelligent
power sharing algorithm that can provide a better user
experience.

The below describes a simple two burner example, how-
ever most or all of the below would equally apply to a
cooktop with three or more burners. Also, in the subject
cooktop power control system the conditions described
below are discretionary rather than mandatory.

When there is not enough power to fully satisfy the
current demand of all of the “active” burners (i.e., the
burners that are in use), the available power must be shared
in some way; in other words the power to at least one burner
must be decreased relative to what that burner is calling for.
In some cases the power to all of the active burners may be
decreased, but not necessarily by the same amount, or by the
same percentage of the power that the burner is calling for.
Power sharing should not always be used: if the sum of the
power requested by all of the active burners is less than what
is available then they don’t need to share. Power sharing
should occur when the power available is less than the sum
of the power requests from all active burners. In system 10,
FIG. 1, power sharing is accomplished by controller 56
issuing appropriate commands to the coil drive systems 54
of each active burner 52.

There are a few conditions where special circumstances in
power sharing should yield preferable behaviors. As one
example, when contents are being boiled, cookware which
changes its boiling vigor often and suddenly is not desirable.
Boiling also requires a significant amount of power to
maintain and can change appearance quickly with small
changes in power. For these reasons there are two rules that
should be applied by the power sharing algorithms during a
boiling operation. First, power sharing should be removed
from and given back to boiling cookware gradually or
slowly, to avoid sudden appearance changes. For example,
the change in power can follow a generally (but not literally)
asymptotic curve, as opposed to being a step function. As
another example, the change in power in the boiling range
can be limited to a maximum amount of power per time
period, say no more than 25 watts per second. The decrease
per second could be varied based on the actual power output,
as at some powers the changes would be less visible than at
other power outputs. Second, a minimum power output for
a given Ul setting should be applied; one example is shown
in FIG. 5, where the lower graph line indicates minimum
power during power sharing and the upper graph line
indicates the requested power from the control system.
Another aspect illustrated in FIG. 5 is that during a simmer
operation it is best not to automatically reduce the power as
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small changes in power have a very noticeable effect, while
during a boil the power can be reduced to some extent.

Another condition which should always be satisfied is to
provide a minimum amount of power to each active burner
that is requesting more than this minimum amount of power
(as opposed to reducing the power to zero). If a particular
burner is not provided any power (or a very small amount or
negligible amount of power), the user is likely to be disap-
pointed with performance. One non-limiting example would
be to set a minimum power of 1 KW for any burner that is
requesting more than 1 KW.

Another condition which should always be satisfied
occurs when the cookware is heating up to its setpoint
temperature. If cookware has just been turned on and its
temperature is rather cold (e.g., near ambient, or perhaps
below boiling) then the user has likely not started cooking in
it and a slower than normal heat up time is likely acceptable
as compared to sacrificing an ongoing cooking process on
another burner. This adds another condition or rule that if a
burner has recently been turned on (and potentially as well
when the cookware is relatively cold (e.g., it has not reached
its setpoint temperature, or it is at least a predetermined
amount below its setpoint temperature)), that burner should
be de-prioritized as compared to a burner where the cook-
ware is already heated and likely cooking something. A
higher priority burner will have its provided power reduced
relative to its requested power less than a lower priority
burner will have its power reduced. This may be less in
absolute terms, or in percentage terms, or both. Note that
under all circumstances it is preferable to maintain a positive
temperature increase (positive dT/dt, where “T” is tempera-
ture and “t” is time) on any cookware that is at less than its
set-point temperature (i.e., it is being heated).

After application of the conditions set forth above there
are more general conditions that can be applied as desired.
Note that the conditions are discretionary rather than man-
datory. Some of the general conditions may be as follows. If
a first Ul is set to greater than 150 C and a second is set to
less than 150 C, it is better to prioritize the first burner and
thus take more power from the second burner. This is
because higher temperature cooking operations tend to be
more critical to their temperature differential (i.e., the dif-
ference between the setpoint and the actual measured tem-
perature) than do operations at less than 150 C, which are
typically boil operations or warming operations, for
example. More generally, the burner with the higher setpoint
temperature may be prioritized over one with a lower
setpoint temperature.

Another general condition can be that if a first cookware
item has a relatively large temperature differential between
the Ul setpoint temperature and the measured cookware
temperature (e.g., greater than a certain percentage of its
setpoint temperature, or perhaps greater than a fixed differ-
ential such as 10° C.), and the rate of change of the
temperature is small (e.g., is less than it would be for a dry
pan being heated at full power), and the rate of change is
variable or “noisy” all of which are indicative of a “sweat-
ing” operation, this burner should be de-prioritized. One
reason is that when foods are being sweated, they will
remain in the sweating zone for some time and so typically
it will take some time until the setpoint temperature is
reached, so a short additional delay due to automatic reduc-
tion of power will likely not make a substantial difference to
the cook.

Yet another general condition is that if an estimate of the
time to reach the target temperature (which can be deter-
mined, for example, based on the temperature differential
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and the rate of change of the measured temperature) is
smaller in a first cookware item as opposed to a second, and
the estimated time to reach the setpoint is sufficiently short
for the first cookware (as established by comparison to a
predetermined maximum time limit to reach setpoint tem-
perature), de-prioritize the second cookware. This allows
one item to reach operating temperature when it is already
close to it and should reach it quickly. The estimate can take
into account the control algorithms described above.

It is also possible to apply various discrete or continuous
functions to preferential treatment when cooking operations
are similar. The graphs of FIGS. 6 and 7 illustrate non-
limiting exemplary continuous functions. FIG. 6 is an
example of prioritization during power sharing based on the
temperature differential. FIG. 7 is an example of prioritiza-
tion during power sharing based on the rate of temperature
change. FIGS. 6 and 7 illustrate operations where water is
not being boiled or sweated (i.e., the foods are relatively
dry). As one non-limiting example of how these two graphs
can be used, the relative power sharing between two burners
could be based on the relative priorities taken from the
curves (e.g., the relative height difference between points B
and C in FIG. 6).

FIGS. 6 and 7 illustrate the following properties, which
can be used as power sharing conditions or rules herein.

Cookware that is hotter than its set point has a negative
preference (e.g., point “A”, FIG. 6).

Cookware that is slightly cooler than the set point will be
given preference, to maintain its temperature set point
(e.g., point “B”, FIG. 6).

Cookware with a large temperature differential (set point
minus measured temperature) will likely take a while to
reach temperature so it can be de-prioritized (e.g., point
“C”, FIG. 6).

Cookware in which the temperature is below the setpoint
and is decreasing (e.g., point “A”, FIG. 7) is given more
priority than an item in which the temperature is
increasing (e.g., point “B”, FIG. 7).

Cookware with a significantly positive increasing tem-
perature (e.g., increasing at a rate that is expected for a
dry pan being heated at full power) should reach its set
point quickly so it can be de-prioritized (e.g., point “C”,
FIG. 7); it is already on track heating up and should
continue even if some power is taken from it.

It is also possible to make power prioritization decisions
based in the first instance on the temperature set point. One
way to do so is to automatically alter power to a burner (i.e.,
prioritize it properly when power needs to be shared) based
on where the set point lies in the overall range of set point
temperatures. This can be approached by effectively divid-
ing the set point temperature span into a number of portions
from coolest to hottest, such as a first lowest “cool” portion
(e.g., set points below about 150 C), a second “boiling”
portion (e.g., set points from about 95 C to about 150 C
along with relatively steady actual temperature that is
indicative of boiling), a third “intermediate” portion (be-
tween about 150 C and about 220 C and where the actual
temperature is not steady (i.e., it is “noisy”), which is
typically indicative of operations in which vegetables are
being sweated) and a fourth, highest “hot” portion (between
about 150 C and about 220 C and where the actual tem-
perature is relatively steady so sweating is not being con-
ducted). Some typical characteristics of these four portions
are as follows. Cool: During heat up the cookware tempera-
ture changes relatively rapidly and reacts to small power
inputs, while temperature differential from set point is less
critical. Boiling: During heat up the temperature change is
close to zero, and a simmer or boil operation is very sensitive
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to power changes. Intermediate portion: measured tempera- TABLE 3
ture is not steady (i.e., it is “noisy”), larger amounts of power
can be needed to change the temperature, changes in power =
are very variable and significant (e.g., at one moment the ¢ B . q
cookware contents can be relatively dry and require rela- 5
tively low power to maintain temperature, at the next - C = <L 1 1
moment water may be released by the vegetables which ]? <L =L T_L tL
drops the temperature and so calls for substantially more o 1 1L ¥ l
power, and when this water boils off the temperature is
reached quickly and so power demand is greatly decreased 10
again) and temperature differential is important but less so
than during “hot” operations. Hot: temperature changes are TABLE 4
relatively steady (as compared to sweating), during heat up 0
temperature changes rapidly, temperature changes are rela-
tively great for small amounts of power, and any temperature 15 C B I H
differential can be important to the cooking operation.
Tables 1-7 below symbolically illustrate non-limiting * ¢ ! <__L ! !
oW S B 1L - L 1L
examples of the prioritization of power between two burners I 1 L 1 1
during power sharing based on the portion of the tempera- H i <L i i
ture range of the set point (cool (C), boiling (B), interme- ,,
diate (I) and hot (H)) and the rate of change of measured
temperature (i.e., dT/dt) (indicated as +, O or [0], where the
symbol “[0]” means that in addition to the temperature not TABLE 5
changing the temperature differential (set point minus mea- ~
sured temperature) is also equal, indicating cookware that is 5
at the temperature set point). The portions of the temperature c B I H
range (C, B, I, H) for one burner and the rate of change of
measured temperature are indicated along the left side of the 0 ¢ ! <L ! {
table and the same portions of the temperature range and the ]? T=L :L TTL TTL
rate of change of measured temperature for the second H - L - 1
burner are indicated across the top of the table. An arrow in 3°
the table points to the burner that is prioritized during power
sharing, an equal sign stands for no preference (i.e., equal
reduction to both burners when power is shared). “I”” means TABLE 6
that a special boil condition of the type described above is
applied. These tables could be used to establish priority. The 35 =
weighting of power sharing between the two burners is a C B I o
related issue. As one example of weighting of power shar-
ing, the tables could be used to provide additional inputs to + C 1 1 1 1
the continuous preference or priority functions shown in B tL tL tL tL
FIGS. 6 and 7. 20 oo h ! !
The following list indicates the rate of temperature change
of the cookware associated with the two burners: Table 1:
left side +, top side +; Table 2: left side 0, top side 0; Table
3: left side —, top side —; Table 4: left side +, top side 0; Table TABLE 7
5: left side O, top side —; Table 6: left side +, top side —; Table
7: left side [0], top side [0]. + [0]
C B I H
TABLE 1
[0] C 1 <L 1 1
+ B 1L 1L 1L 1L
50 I 1 <L 1 1
C B I H H 1 <L 1 1
+ C = <L 1 1
B <L = 1L 1L The disclosure herein relates to methods of cooking other
I 1 1L = f than induction cooking. The disclosure involves control of
H f 1L f - 55 the power provided to the cookware, regardless of the
particular energy source or the manner in which the energy
is delivered to the cookware. For example, electrical energy
TABLE 2 is used to heat cookware in both induction and resistance-
based cooktops; the control scheme herein can be used with
9 60 either type of electric cooktop. Also, gas is used to deliver
c B I I the cooking energy in gas cooktops, and the gas flow rather
than output power can be the controlled variable in the
0 ¢ = <L f f control scheme herein as a means to control the power
]? 7L T=L T=L TTL delivered to the cookware. The disclosure herein controls the
H 1 s 1 - 65 provision of power to the cookware.

A number of embodiments and options have been
described herein. Modifications may be made without



US 9,470,423 B2

17

departing from the spirit and scope of the invention. Accord-
ingly, other embodiments are within the claims.

Embodiments of the systems and methods described
above comprise computer components and computer-imple-
mented steps that will be apparent to those skilled in the art.
For example, it should be understood by one of skill in the
art that the computer-implemented steps may be stored as
computer-executable instructions on a computer-readable
medium such as, for example, floppy disks, hard disks,
optical disks, Flash ROMS, nonvolatile ROM, and RAM.
Furthermore, it should be understood by one of skill in the
art that the computer-executable instructions may be
executed on a variety of processors such as, for example,
microprocessors, digital signal processors, gate arrays, etc.
For ease of exposition, not every step or element of the
systems and methods described above is described herein as
part of a computer system, but those skilled in the art will
recognize that each step or element may have a correspond-
ing computer system or software component. Such computer
system and/or software components are therefore enabled by
describing their corresponding steps or elements (that is,
their functionality), and are within the scope of the disclo-
sure.

A number of implementations have been described. Nev-
ertheless, it will be understood that additional modifications
may be made without departing from the scope of the
inventive concepts described herein, and, accordingly, other
embodiments are within the scope of the following claims.

What is claimed is:

1. A cooktop power control system for a cooktop that has
a plurality of burners, where the cooktop power control
system controls the power delivered from two or more
separate active burners to separate cookware items each of
which is associated with an active burner, wherein there is
a maximum limit of total power that is available for delivery
from all of the burners together, where there is a heating
control user interface associated with each of the burners,
each heating control user interface constructed and arranged
to be set by a user to a particular heating control user
interface setting, where a desired cookware temperature is
derived from the setting of each heating control user inter-
face, and where measured temperatures of the cookware
items are available to the cooktop power control system, the
cooktop power control system comprising:

a controller that, when a plurality of burners are in sum
calling for more than the maximum limit of total
available power, automatically alters the power deliv-
ered from at least one of the active burners in com-
parison to the power called for by such burner, the
alteration based on both the measured cookware tem-
peratures of the cookware items that are associated with
the active burners and the desired cookware tempera-
tures derived from the heating control user interfaces
that are associated with the active burners,

wherein the controller automatically alters the power
further based at least in part on a rate of change of the
measured cookware temperature of one or more of the
cookware items.

2. The cooktop power control system of claim 1 wherein
the power delivered from a first active burner is automati-
cally decreased by a first amount and the power delivered
from a second active burner is automatically decreased by a
different, second amount.

3. The cooktop power control system of claim 1 wherein
the controller maintains at least a minimum amount of
power delivered from each of the active burners that are
requesting more than this minimum amount of power.
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4. The cooktop power control system of claim 3 wherein
the minimum amount of power varies depending on whether
or not the measured temperature of the cookware associated
with an active burner is in a boiling range.

5. The cooktop power control system of claim 1 where the
desired cookware temperature spans a temperature range,
and wherein the controller automatically alters the power
further based on where the desired cookware temperature is
in the temperature range.

6. The cooktop power control system of claim 1 wherein
the controller prioritizes the active burners into higher and
lower priority active burners, and causes a greater percent-
age of the amount of power called for by a higher priority
active burner to be delivered than the percentage of the
amount of power called for by a lower priority active burner.

7. The cooktop power control system of claim 6 wherein
the controller prioritizes an active burner as a lower priority
burner if the heating control user interface for that burner has
recently been turned on and the measured cookware tem-
perature is low such that it has not reached its set point
temperature.

8. The cooktop power control system of claim 6 wherein
the controller prioritizes an active burner as a higher priority
burner when the desired cookware temperature of the cook-
ware associated with such burner is higher than the desired
cookware temperature of the cookware associated with
another burner.

9. The cooktop power control system of claim 6 wherein
the controller prioritizes an active burner as a higher priority
burner when the time at full burner power for the cookware
associated with such burner to reach the desired cookware
temperature is less than the time at full burner power for the
cookware associated with another burner to reach the
desired cookware temperature.

10. The cooktop power control system of claim 9 wherein
the prioritization of the active burner as a higher priority
burner is further based on a comparison of the time at full
burner power to reach the desired cookware temperature of
a burner with a predetermined maximum time to reach the
desired cookware temperature.

11. The cooktop power control system of claim 6 wherein
the controller prioritizes an active burner as a lower priority
burner when the measured cookware temperature of the
cookware associated with such burner is greater than the
desired cookware temperature.

12. The cooktop power control system of claim 6 wherein
when there are at least three active burners the controller
prioritizes an active burner as a higher priority burner when
the difference between the desired cookware temperature
and the measured cookware temperature of the cookware
associated with such burner is the least of the differences
between the desired cookware temperature and the measured
cookware temperature of the cookware associated with each
of the other active burners.

13. The cooktop power control system of claim 1 wherein
when the measured temperature of the cookware associated
with an active burner is in a boiling range, any automatic
decrease in power delivered from the burner associated with
that cookware is accomplished relatively slowly following a
generally asymptotic curve.

14. A cooktop power control system for a cooktop that has
a plurality of burners, where the cooktop power control
system controls the power delivered from two or more
separate active burners to separate cookware items each of
which is associated with an active burner, wherein there is
a maximum limit of total power that is available for delivery
from all of the burners together, where there is a heating
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control user interface associated with each of the burners,
each heating control user interface constructed and arranged
to be set by a user to a particular heating control user
interface setting, where a desired cookware temperature is
derived from the setting of each heating control user inter-
face, and where measured temperatures of the cookware
items are available to the cooktop power control system, the
cooktop power control system comprising:

a controller that, when a plurality of burners are in sum
calling for more than the maximum limit of total
available power, automatically alters the power deliv-
ered from at least one of the active burners in com-
parison to the power called for by such burner, the
alteration based on both the measured cookware tem-
peratures of the cookware items that are associated with
the active burners and the desired cookware tempera-
tures derived from the heating control user interfaces
that are associated with the active burners,

where the desired cookware temperature spans a tempera-
ture range, and wherein the controller automatically
alters the power further based on where the desired
cookware temperature is in the temperature range,

wherein the temperature range is divided into a plurality
of portions, including, from coolest to hottest, a cool
portion, a boiling portion, an intermediate portion and
a hot portion, and wherein the controller automatically
alters the power further based on which portion of the
temperature range the desired cookware temperature is
in, and a rate of change of the measured cookware
temperature.

15. A cooktop power control system for a cooktop that has

a plurality of burners, where the cooktop power control
system controls the power delivered from two or more
separate active burners to separate cookware items each of
which is associated with an active burner, wherein there is
a maximum limit of total power that is available for delivery
from all of the burners together, where there is a heating
control user interface associated with each of the burners,
each heating control user interface constructed and arranged
to be set by a user to a particular heating control user
interface setting, where a desired cookware temperature is
derived from the setting of each heating control user inter-
face, and where measured temperatures of the cookware
items are available to the cooktop power control system, the
cooktop power control system comprising:

a controller that, when a plurality of burners are in sum
calling for more than the maximum limit of total
available power, automatically alters the power deliv-
ered from at least one of the active burners in com-
parison to the power called for by such burner, the
alteration based on both the measured cookware tem-
peratures of the cookware items that are associated with
the active burners and the desired cookware tempera-
tures derived from the heating control user interfaces
that are associated with the active burners

wherein the controller prioritizes the active burners into
higher and lower priority active burners, and causes a
greater percentage of the amount of power called for by
a higher priority active burner to be delivered than the
percentage of the amount of power called for by a lower
priority active burner;

wherein the controller prioritizes an active burner as a
higher priority burner if the measured temperature of
the cookware associated with such burner is decreasing
in comparison to the desired cookware temperature.

16. A cooktop power control system for a cooktop that has

a plurality of burners, where the cooktop power control
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system controls the power delivered from two or more
separate active burners to separate cookware items each of
which is associated with an active burner, wherein there is
a maximum limit of total power that is available for delivery
from all of the burners together, where there is a heating
control user interface associated with each of the burners,
each heating control user interface constructed and arranged
to be set by user to a particular heating control user interface
setting, where a desired cookware temperature is derived
from the setting of each heating control user interface, and
where measured temperatures of the cookware items are
available to the cooktop power control system, the cooktop
power control system comprising:

a controller that, when a plurality of burners are in sum
calling for more than the maximum limit of total
available power, automatically alters the power deliv-
ered from at least one of the active burners in com-
parison to the power called for by such burner, the
alteration based on both the measured cookware tem-
peratures of the cookware items that are associated with
the active burners and the desired cookware tempera-
tures derived from the heating control user interfaces
that are associated with the active burners

wherein the controller prioritizes the active burners into
higher and lower priority active burners, and causes a
greater percentage of the amount of power called for by
a higher priority active burner to be delivered than the
percentage of the amount of power called for by a lower
priority active burner,

wherein the controller prioritizes an active burner as a
lower priority burner when the difference between the
desired cookware temperature and the measured cook-
ware temperature of the cookware associated with such
burner is greater than a predetermined percentage of a
temperature set point determined by the heating control
user interface, and the measured cookware temperature
is changing slowly such that the rate of change of the
measured cookware temperature is less than it would be
for a dry pan being heated at full power.

17. A cooktop power control system for a cooktop that has

a plurality of burners, where the cooktop power control
system controls the power delivered from two or more
separate active burners to separate cookware items each of
which is associated with an active burner, wherein there is
a maximum limit of total power that is available for delivery
from all of the burners together, where there is a heating
control user interface associated with each of the burners,
each heating control user interface constructed and arranged
to be set by a user to a particular heating control user
interface setting, where a desired cookware temperature is
derived from the setting of each heating control user inter-
face, and where measured temperatures of the cookware
items are available to the cooktop power control system, the
cooktop power control system comprising:

a controller that, when a plurality of burners are in sum
calling for more than the maximum limit of total
available power, automatically alters the power deliv-
ered from at least one of the active burners in com-
parison to the power called for by such burner, the
alteration based on both the measured cookware tem-
peratures of the cookware items that are associated with
the active burners and the desired cookware tempera-
tures derived from the heating control user interfaces
that are associated with the active burners,

wherein the controller prioritizes the active burners into
higher and lower priority active burners, and causes a
greater percentage of the amount of power called for by
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a higher priority active burner to be delivered than the
percentage of the amount of power called for by a lower
priority active burner,

wherein the controller prioritizes an active burner as a
lower priority burner when the measured cookware
temperature of the cookware associated with such
burner is increasing at a rate approximately equal to the
rate that is expected for a dry pan being heated at full
power.

18. A cooktop power control system for a cooktop that has

a plurality of burners, where the cooktop power control
system controls the power delivered from two or more
separate active burners to separate cookware items each of
which is associated with an active burner, wherein there is
a maximum limit of total power that is available for delivery
from all of the burners together, where there is a heating
control user interface associated with each of the burners,
each heating control user interface constructed and arranged
to be set by a user to a particular heating control user
interface setting, where a desired cookware temperature is
derived from the setting of each heating control user inter-
face, and where measured temperatures of the cookware
items are available to the cooktop power control system, the
cooktop power control system comprising:

a controller that, when a plurality of burners are in sum
calling for more than the maximum limit of total
available power, automatically reduces the power
delivered from at least one of the active burners in
comparison to the power called for by such burner, the
reduction based on both the measured cookware tem-
peratures of the cookware items that are associated with
the active burners and the desired cookware tempera-
tures derived from the heating control user interfaces
that are associated with the active burners;

wherein the controller automatically alters the power
further based at least in part on a rate of change of the
measured cookware temperature of one or more of the
cookware items, and
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wherein when an active burner is in the boiling range the
controller reduces the power to such burner gradually.

19. A cooktop power control system for a cooktop that has
a plurality of burners, where the cooktop power control
system controls the power delivered from two or more
separate active burners to separate cookware items each of
which is associated with an active burner, wherein there is
a maximum limit of total power that is available for delivery
from all of the burners together, where there is a heating
control user interface associated with each of the burners,
each heating control user interface constructed and arranged
to be set by a user to a particular heating control user
interface setting, where a desired cookware temperature is
derived from the setting of each heating control user inter-
face, and where measured temperatures of the cookware
items are available to the cooktop power control system, the
cooktop power control system comprising:

a controller that, when a plurality of burners are in sum
calling for more than the maximum limit of total
available power, automatically reduces the power
delivered from at least one of the active burners in
comparison to the power called for by such burner, the
reduction based on: (i) the measured cookware tem-
peratures of the cookware items that are associated with
the active burners, (ii) the desired cookware tempera-
tures derived from the heating control user interfaces
that are associated with the active burners, and (iii) a
rate of change of the measured cookware temperature
of one or more of the cookware items; and

wherein the reduction is such that the controller maintains
at least a minimum amount of power delivered from
each of the active burners that are requesting more than
this minimum amount of power.
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